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AR - LZ-M-L-S37 AT E S,

%?—Z_iﬁﬁﬂj{t Vertical Soft Winding Machine

Mig : ERTFECEEENINRERRETY

|:| ﬂi% Application: suitable for winding yarn on cones with even density and soft package before dyeing.
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1 XBAERDRIRIT , PBAHR  BEAN, BPD , ElBCHREA.
2 MEBHIEGINK D BT RS |, IKIDREIIS.
3XKARANAEFHNMRERSEER BT | BIERYHE | RER | WE , iHREFE,
4 BHLREES , BFEKRK , BB FihPBF  wREE.

S BT ETRIMAENRIAERE | AIERIIEFDREBINY,
6. W ie¥e H RS EEHIEE  RREIRSEKT] |, IeEEZ AR,

1. Vertical winder path with no inflection point, little friction and less hairiness, equipped with LED

. yy = > —— u - _
AnHEX" 2ENREAERERNBEK! light.
10vation, enterprising” IS our unceasing pursuit. 2. Double points tension control system with micro motors, uniform yarn tension.

3. Using high quality alloy drums with optimized groove shape, which have the advantages of good

fﬂp%_’; ok IEﬁ"‘]Ek* %‘l"‘ﬂgﬁ lg I anti-overlapping characteristics, light weight, good wear resistance, and static elimination.

4.Single winding motor control for each spindle with length setting, single spindle automatic stop
while yarn breaks or fully filled.

“m=olil.

"Quality first, users first" is our promise.

5. High-speed creel with gas spring, which can keep constant winding pressure. This creel is stable
and reliable.

6. The traverse device for the soft edge is very easy to adjust, that will make the bobbin be suitable
for even dyeing.
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| IR Item BiARZ % Technical Parameters
AR E 1200m/min ( TZ2ERELZIEE )

Mechanical speed Up to 1200m/min(depending on yarn quality and count)
Yol =JaEa0 ZIMFh =

Way of anti-overlapping Frequency conversion

LA ES

Bacin 5 0°  3°30

Package bobbin

E =k Ak 290mm ;

Package diameter Up to@ 290 mm

GRE e a1k 3kg

| Package weight Up to 3kg

B2 R 32X B, B, B, 2, L Ne6-180

Yarns / count Cotton. flax, wool, silk, chemical fiber /Ne 6...180
ERFETNER =ML 100W , JHFE 65W ;

| Power consum ption Installed power:100W/spindle,Power consumption:65W/spindle
e =1E FE 2l BiS

Auto stop while yarn break With electronic yarn detector, the spindle will stop when yarn break
BB HDIEIK |, 1< 999999m

| Automatic length fixing Automatic length fixing,max:999999m

1= =/

S| tart For smooth start and better winding quality, supporting individual slow start for each

O 9 spindle(available on request

| EBFEZbER EIprid Ty

| Electronic yarn clearer Optional

PRI E1pri7 iy

Air splicer Optional

| XKBITRIK X Alizslc , DOER 1.1KW

| Travelling blower/sunction unit | Optional, power consumption 1.1KW

LanX/PaiEnE TEEEE | Pt

Conveyor Optional

| IR (2180mm/3s ) 2180mmxN+380mm

External dimensions

= I_'I'_IE

STRE | 270kg

Weight of each section

=N —#H 380V+10% , 50/60HZ

Power supply

3phased 380V+10% , 50/60HZ

https://rollingringdrives.com
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Whatsapp/We chat/Telephone number

+86 13472640466

BS . LZ-M-L-J M EX K=
Vertical Hard Winding Machine
A . BTEFsSM#ErE 2 HEB2 , 371R , ®HA , ARl LER

Application: Used in the production of various kinds of cone yarn, for warping machine, knitting machine,
tatting machine and hosiery machine.
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KAEEZDRRIT , DR BRI, BRL , BElECRRHA,

ARSI LERIKIDET RS . LEKDRENS.

KARASAEFNMRESREEER  BEMAAIRT & REE |, RER | ME , IHFREHE.
B BRERE  BFEK , RigBFZbBE | mEBi=.

 XWhedeh RS E SRR  RERSIKT] |, iREEZAEER,

. Vertical yarn path design, no inflection point, yarn friction is small, less hairiness, equipped with

LED light.

2. Double points tension control system with micro motors, uniform yarn tension.

. Using high quality alloy drums with optimized groove shape, good anti-patterning, good wear

resistance.

. Single winding motor control for each spindle, electronic fixed-length, single spindle automatic

stop while yarn breaks or fully filled.

. Our bi-rolling gas ring controller can stabilize the unwinding tension and improve the effect of the

forming of cheese.

E-mall: cablewinder@outlook.com



e . L Whatsapp/We chat/Telephone number
(¢ FERESLIBFRZAE] +86 13472640466

O1PANG Shanghai Qi Pang Industrial Co., LTD. https://rollingringdrives.com E-mail: cablewinder@outlook.com
E EERARSE RS . LZ-M-R-Q #ERIE (B
Draw Heat-setting Winding Machine

IRE Item WARZE Technical Parameters i : ERFIWZINS R EY)%EFRmISZENFEHER

Application: Suitable for twisted filament yarns such as sewing threads.

AR E 1200m/min ( TZZ2&RETIZIEE )
Mechanical speed Up to 1200m/min(depending on yarn quality and count)

Wil =YsE0 ZIMfh =

Way of anti-overlapping Frequency conversion
A5 aE

%%ﬁg 00 r 3030!

Package bobbin

BRI a3k 290mm ;

Package diameter Up to@ 290 mm

BARE afik 3kg

Package weight Up to 3kg

1& 21 R S EN 18, B, 2, e Ne6-180

Yarns / count Cotton. flax, wool, silk, chemical fiber /Ne 6...180

EAEEINER 2= 100W , JBFE 65W ;

Power consumption Installed power:100W/spindle,Power consumption:65W/spindle

B EK HalERK , &1 999999m
Automatic length fixing Automatic length fixing,max:999999m
o=t RIEFRENREERRE | SIFRIEBE5) ( BJ it )

For smooth start and better winding quality, supporting individual slow start for each
spindle(available on request

CIpridiTy

Electronic yarn clearer Optional

e AL 4= A 1zec

Air splicer Optional

KK [B] RO X, Afizelc , DD 1.1KW
Travelling blower/sunction unit | Optional, power consumption 1.1KW

Slow start

Fhanx/REEE NEEWX | Ak

Conveyor Optional

ANEZR~ (2180mm/T5 )

| | 2180mmxN+380mm
External dimensions
ST | 270kg
Weight of each section
zZh =8 380V+10% , 50/60HZ
Power supply 3phased 380V+10% , 50/60HZ
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1. XAERARIIKHMENIKL) , T8 , WeSERERBIRIZETIZET.
2. AN BB XK ZMBTEI0NHRRETER , BEEeMESMERESNER.
3. RXNWIBENAEEKE | AIBMERDZNT] , ERELTEES , RS ERNMEREREMIKT] , P53

il

=%

O

1. This machine can be set the length of winding,When yarn breaks it will stop automatically ;when
yarn is fully filled it will also stop;also it has the function of slow start,heat-setting and oiling.

2. This machine assembles with XKH 8or10 inch Ni-P alloy grooved drums with great groove shape
which have the advantages of good wear resistance and static elimination.

3. Cross double roller drawing and heat-setting device,it can relax the yarn and no loop
tendency,make yarn much straighter and achieve a specific yarn strength and elongation.

I EERASE

| IRE Item A= %Y Technical Parameters
Qﬁ— =
V7 200mm, 250mm
Traverse length
B H1T
. ®290mm
Package diameter
PhE B hE

| Way of anti-overlapping

By electronic

SxEe
Package weight

10kg

| EBFEK | BEhEK |, 1 999999m
| Automatic length fixing Automatic length fixing,up to 999999m
ﬁltﬁ,«;ET_]j 1600*500*1800mm
Dimensions
HE
. 230KG
Weight

Whatsapp/We chat/Telephone number
+86 13472640466

https://rollingringdrives.com E-mail: cablewinder@outlook.com

RIS : LZ-M-L-D KEELRE
Large Package Winding Machine

AiE . ERTREBYD. e, K22, KRLFE5MAITELOIT K EE.

Application: It's designed for winding cotton yarn, chemical fiber, and filament, low stretch yarn to
large package of 8 or 10 inch.

1 ZBERENEELKRIT , L2BLTHR BRI, BHLY , ERTEESE.

2. MEBNXGKARTRS  sKDIR/ENS , BLAEY , RNES LISI8E.

3. XRABRAEEFHNREN-PEELENXKERER , Hzititikir , BEGhE , kEY , &'mE , Mo,
HPREFEEFIIHEE.

4. Bl ERERES , BTk, RigRFRZPBiZ | wRBI=.

1. Vertical winder path with no inflection point, little friction and less hairiness. It is appropriate for
high speed winding.

2. Double points tension control system with micro motors, uniform yarn tension. The forming of
cheese is good and it can waxing automatically.

3. Ni-P alloy groove drum with optimized groove shape, which have the advantages of good anti-
overlapping characteristics, light weight, good wear resistance, and static elimination.

4.Single winding motor control for each spindle, electronic fixed-length, single spindle automatic
stop while yarn breaking or fully filled.
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InE Item WAREZE Technical Parameters
HURORE =] 1X 800m/min
Mechanical speed Up to 800m/min(depending on yarn quality and count)
LA 555
%%ﬁg Oﬂ ' 3(’330!
Package bobbin
BrER Ak ©290mm
Package diameter Up to @ 290 mm
BB o3& 10kg
Package weight Up to10kg
& RH ST EY i, K, B, 4, LT Ne6-180
Yarn / count Cotton. flax, wool,silk, chemical fiber /Ne 6...180
R A2 5E 8 I 100W , 10 O 180W
ERFEINER | | | | |
Power consum ption Install_ed power. 100W/spindle for 8 inch machine, 180W/spindle for 10 inch
machine.
SKIIERGE BIEBChE LK ] 880 L t5es
Tensioner Each spindle has a yarn tensioner and a waxing unit
Kb BiS BB 2b BIZ ;
Auto stop while yarn break With electronic yarn sensor, the spindle will stop when yarn break
BFER SENER | &1 999999m
Automatic length fixing Automatic length fixing,max:999999m
For smooth start and better winding quality, supporting individual slow start for
Slow start |
each spindle
B 52) a8 A]iz%kg
Electronic yarn clearer Optional
RIS EIprieilv
Air splicer Optional
KK [B] R X o]i%fc , D= 1.1KW ;
Travelling blower Optional, power consumption1.1KW
AN R~F 8 7 4 ££(8 inch with 4 spindles )1500mmx408mmx1510mm,

External dimensions

10 I 4 ££(10 inch with 4 spindles) 1700x408 mmx1510mm
8 I 4 £F:105k g, 10 M 4 £F:115kg

HIEE

. . 8 inches with 4 spindles: 105kg
SIS SH TR IR 10 inches with 4 spindles: 115kg
R B4H 220V, 50/60HZ1

Power supply

Single phased 220V , 50/60HZ

Whatsapp/We chat/Telephone number
+86 13472640466

https://rollingringdrives.com E-mail: cablewinder@outlook.com

RS LZ-M-B-NfZ241

Two for One Twisting Machine

Mg . EETEE, KT, B, F, REOSHRE

Application: Suitable for two for one twisting for cotton, polyester fabric, wool, Linen.
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RS . LZ-M-T-GEIEEIFE
LZ-M-L-G High Speed Rewinding Machine

1. 1z BB NEIE =S, SR |, BIEAE, \ " . . -

) D T U R 18 P A Rig . ANEBMTHR , BRSET BTFYXITE | HEREN. AENS

2. ZMBERFBFEMITIK. hPBE. &R, [ERaIFTHIIEE. Application: It is used to waxing the yarn in hosiery mill and woolen mill. It can be used for computerized
=

3. M E A EeE X FMEENFSEEREEENESNERES NREMaEEE. (607, 31Trik ) flat knitting machine and large diameter circular knitting machine.

1. Single winding motor control for each spindle,electronic fixed-length,and single spindle
automatic stop while yarn breaks or fully filled.

2. Using high quality alloy drums with great groove shape,which have the advantages of anti-
patterning,light weight.

3. Twist by independent regulation in 10-500 NC twist.

I EERASH

IRE Item A= %Y Technical Parameters 4 A4 4 4 &K
A EE .
BLEnIE 159mm e, =Rl ES]
Traverse length Winding machine with oiling Cone to cone winding machine
A 4R
SRERE ®166mm
Package diameter
PhETo\ S hE S — _ _ h .., L ,
Way of anti-oveflapping 8y electronic 1. RERATECNRESESSED , BEMSRLRT , BEHE , RET , SRWE , AL , kL
G e 1 5kg FIIHE
Package weight | 2. BYRERES BTk, BigRR P BIE | mEBRE.
S NEE , &1 999999m WD, N, P
BFER | SAIER | RIS 999 3. SHEEEENREDFR  HERETER.
Automatic length fixing Automatic length fixing,up to 999999m
IMERT 1350*750%1630mm
Dimensions
=8 1. Using high quality alloy drums with optimized groove shape, which has the advantages of good
W% " 180K G anti-overlapping characteristics, light weight, good wear resistance, and static elimination.
eig

2.Single winding motor control for each spindle, electronic fixed-length, and single spindle
automatic stop while yarn breaking or fully filled.

3. High-speed creel with gas spring, which can keep constant winding pressure. This creel is stable
and reliable.
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P EZ2RASH
| IRE Item BARZ= %] Technical Parameters
HURGRE e = ] 1A 800m/min
Mechanical speed Up to 800m/min (depending on yarn quality and count)
spe At et
SRS | 0°, 3°30’, 4°20°, 5°57°, 9°1%
Package bobbin
BEER AiIx ¢290mm
Package diameter Up top 290 mm
LXEEE a]ik 3kg
Package weight Up to 3kg
B2 R S 28 ., B, FB, 22, 4 Ne6-180
Yarns / count Cotton. flax, wool, silk, chemical fiber /Ne 6...180
ERTEDER L 100W , jB#E 65W
Power consum ption Installed power:100W/spindle, Power consumption:65W/spindle
b BiF FE LD B
Auto stop while yarn break With electronic yarn sensor, the spindle will stop when yarn break
FEFEK BRIERK , &x1< 999999m
Automatic length fixing Automatic Iength fi xing max:999999m
For smooth start and better winding quality,supporting individual slow
Slow start .
start for each spindle
a2 es Elprinilv
Electronic yarn clearer Optional
A S Blpri7 Ty
Air splicer Optional
KK [B] Rk X afi%he , DI 1.1KW

Travelling blower/sunction unit

NIRRT

External dimensions

Optional, power consumption 1.1KW

4 3F 1270mmx408mmx1510mm

6 & 1870x408mmx1510mm ; 4 spindles:1270(length) x408(width)

x1510(height)
6 spindles:1870%x408mMmx1510mm

HIEE 4%5E : 89kg, 6§E : 121kg ;
Weight 4 spindles: 89kg, 6 spindles: 121kg
F A ERfH 220V , 50/60HZ

Power supply

1 phased 220V , 50/60HZ

https://rollingringdrives.com

e FH

B/RE FHEIBE

Rewinding Machine for Chenille Yarns

AiE . EHTEER

Whatsapp/We chat/Telephone number
+86 13472640466
E-mail: cablewinder@outlook.com

BRB5EASITEL10IT K53,

Application: It's used to wind chenille yarns to large package of 8 or 10 inches.

1 AZHBERRE. XWHEEES
2. XABRABETHNRENI-PEELE
BFRFFEEFEINEE ;

3. BBLRTER®

BFIHK | BT HRY

ERTEMSEE
HKBERER , Hziitikir , BEGHhE , kEY  S8'WE o,

=[5

IRz

, = BIiF.

1. This machine is equipped with single or double electronic yarn clearer, especially suitable for
different kinds of chenille yarns.

2. Ni-P alloy groove drum with optimized groove shape, which have the advantages of good anti-
overlapping characteristics, light weight, good wear resistance, and static elimination.

3. Single winding motor control for each spindle, electronic fixed-length, single spindle automatic
stop while yarn breaking or fully filled.
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I EE2RASE RIS : LZ-M-T-BFHH,
Doubling Winding Machine
£ WARRHFLEZER.

HURGRE == A 1A 800m/min Application: It is used to double 2 to 12 strands of yarn into 1 bobbin, which is suitable for cotton,
Mechanical speed Up to 800m/min (depending on yarn quality and count) linen, fur, polyester and blending.
B5en)ltE 8 I 200mm, 10 0§ 250mm,
Traverse length 8 Inch:200mm, 10 inch: 250mm,
TREE 0°, 3°30
Package bobbin Cylindrical or conical of 3°30°
B EIT o3& ¢290mm
Package diameter Up to@ 290 mm
i< e o]ix 10kg
Package weight Up to10kg
T s ZEH1EREE 8 I 100W , 10 I 180W
+ : . . . .
Power consum ption !nstalled power. 100W/spindle for 8 inches machine, 180W/spindle for 10

Inches machine.
we =1 BFHZb BIF ;
Auto stop while yarn break With electronic yarn detector, the spindle will stop when yarn break
B HalEK , &X1< 999999m
Automatic length fixing Automatic length fixing,max:999999m |
BtntE P (R ER SE5REE SN=RFLL Rex=ZRHF (4-125%)
ks sfart For smooth start and better winding quality, supporting individual slow start for

each spindle
T iBL) 8 BB R i ‘ S———— — —— e
E|eCtI'0I"IIC yarn Clearer Slngle Or DDUble 1* $*ﬂﬂﬁ$ﬁ4gmﬁ6ﬁ I mﬂmmbyyﬁsgmﬁlzgm ! ém*@ﬁﬁ I t%gﬁm]ﬁg{}EE{Eu

6 I 6 £E 2180mm*x800mmx1510mm 2. MEBHXEKDETL RS , KAOREINSY , HES LEEIIEE , BT .
SRt ) S TSI SESin e 3. REBBATEFNERESSFOEE , MEBSRKR , BEHE , SEME , fioy , MsasIhe,

vd 10 I5f 4 £ 1700%x408mmx1510mm 5 4T i = = Vel [ s - S e b

External dimensions . . . 4. BHLBEsEES  BAirK , BFhE  BFR%E , h2PBIF , mE , wEBEFIEE.

6 inches with 6 spindles: 2180mMmx800mmx 1510mm

8 inches with 4 spindles: 1500mmx408mmx 1510mm 5. SMEREENSIEGFLE HEFEHIE | MesiaEa =,

| 10 Inches with 4 spindles: 1700x408mmx1510mm
s EE 6 I 6 £ : 105kg, 8 M7 4 £F:105kg, 10 0T 4 £E:115kg
Weiaht of whole machine 6 inches with 6 spindles: 105kg, 8 inches with 4 spindles: 105kg, 10 inches with
J 4 spindles: 115kg 1. This kind of machine has 4 or 6 spindles each side, it is easy to install.

Z2h §2H 220V, 50/60HZ 2. Double points waxing system with micro motors, waxing steady and uniform. The forming of

Power supply Single phased 220V , 50/60HZ cheese is better.

3. Using high quality alloy drums with optimized groove shape, which has the advantages of good
anti-overlapping characteristics, light weight, good wear resistance, and static elimination.

4.Single winding motor control for each spindle, electronic fixed-length, and single spindle
automatic stop while yarn breaking or fully filled.

5. High-speed creel with gas spring, which can keep constant winding pressure. This creel is stable

and reliable.
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Tension system

IR Item AZ= %] Technical Parameters
HURGEE Bxf= 1) 1A 800m/min
Mechanical speed Up to 800m/min (depending on yarn quality and count)
k=Y 0"
Package bobbin |
SFAREN 2-12 B%
NO.of yarns | 2-12 stands of yarns
BARET A1X @330mm
Package diameter | Up top 330 mm
LacEme )3k 10kg
Package weight Up to 10k g
B2 R 5 &Y B, W, FB, 2, L4 Ne6-180
Yarns / count | Cotton. flax, wool, silk, chemical fiber /Ne 6...180
EFEINER 6 MgZ=4l 100W , 10 MFZ=4/l 150 W
Power consumption 6 inch installed power:100W/spindle, 10 inch installed power:150W/spindle
SKIDERSE Fretohe 5K ] 280 L tass

Each spindle has a yarn tensionerAnd a waxer

M2V BI1S, i R )Z2

Auto stop while yarn break

iz BiT |, wET2

With electronic yarn sensor, the machine will stop when yarn break

FEFEK

Automatic length fixing

HEER &1 999999m
Automatic length fixing,max:999999m

RIEFREIIR B EREE

Power supply

BB . . L
For smooth start and better winding quality, supporting individual slow start for
Slow start .
each spindle
F5Z) 28 a]i%Hc
Electronic yarn clearer Optional
PRI RS Blprid v
Air splicer Optional
KK [B] R X, afif%klc , DI 1.1KW
Travelling blower/ sunction unit Optional,power consumption 1.1KW
AN R ~T 4 5% 1270mmx408mmx1550mm
External dimension 6 £ 1870%x408mmx 1550mm
=i S8 61 4§99 kg , 61 6 & 105kg , 8 IF 4 £ 105kg , 10 AT 4 £E 115kg
5 . 6 inch 4 spindles 99kg, 6 inch 6 spindles 1053kg, 8 inch 4 spindles 105kg, 10 inch
Weight of the machine 4 spindles 115kg
FE, EAFH 220V, 50/60HZ

1 phased 220V , 50/60HZ

Whatsapp/We chat/Telephone number
+86 13472640466

https://rollingringdrives.com E-mail: cablewinder@outlook.com

BE . HKMIL

Parallel Doubler Winder
AiE . AN EEARATHE/LRLEZHIMNEBT R, BEKZNERE ,
SEHANTHNET LR

Application: It is appropriate for making net by nozzle, increasing the density of fillaments,
saving textile processing

1. XABRAREFIINREERSEHLER  BREZCRIT , BBhE  GRWE , o2 | iBFReFEFIIEE.
2. BHEREES BTk, BFHE  BFHFE , PBF  wEz22 | wEBFEFIIEE.
3. oA O , (FRAEmi< , 50D-1000DA] %,

1. Using high quality alloy drums with optimized groove shape, which has the advantages of good
anti-overlapping characteristics, light weight, good wear resistance, and static elimination.

2.Single winding motor control for each spindle, electronic fixed-length, and single spindle
automatic stop while yarn breaking or fully filled.

3. Equipped with high quality imported nozzle for 50D to 1000D yarn, with long service life.
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IR Item FiARZ %] Technical Parameters
R B = A) JA 800m/min
Mechanical speed Up to 800m/min (depending on yarn quality and count)
BEEE .
Package bobbin
e 3 %
NO.of yarns 3 stands of yarns
BRER 1A 290mm
Package diameter Up to 290 mm
DA< E aJik 10kg
Package weight Up to 10kg

G2 JRPH S22

Yarns / count

(Y 33/50D-1000D
chemical fiber DTY/50D-1000D

ERTETER

Power consumption

2EH, 150 W
150W per spindle

KRG

Tension system

HHELCIK JI=S

Each spindle has a yarn tensioner

HZb BT, ik m )22

Auto stop while yarn break

2V BiIE , R

With electronic yarn sensor, the machine will stop when yarn break

BTk

Automatic length fixing

ERYEIEfS 5]

Slow start

HIIEK , &x1< 999999m
Automatic length fixing,max:999999m
RIEFRERE ST 5RERE

For smooth start and better winding quality, supporting individual slow start for
each spindle

IMNEZRYT

External dimension

FEH|E

Weight of the machine

4 £F 1270mmx408mmx1550mm

10 I 4 §F 115kg
10 inch 4 spindles 115kg

R

Power supply

BAFE 220V/380V , 50/60HZ
1 phased 220V/380V , 50/60HZ

https://rollingringdrives.com

H{th11 3

Other yarn winding machine

BEERLT
Single spindle hank to
cone winding machine

1007 ERSE 28 18

10 inch winding machine

Whatsapp/We chat/Telephone number
+86 13472640466

E-mall: cablewinder@outlook.com
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BB

Single winding machine

FEZDA
Cone to hank winding machine
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Other yarn winding machine

Hank to Cone Winding Machine

LiaRERIFRAR

Shanghai Qi Pang Industrial Co., LTD.

FREEH

Two spindle of hard and soft winding machine
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Three in One Doubling Winding Machine

Whatsapp/We chat/Telephone number
+86 13472640466

https://rollingringdrives.com E-mail: cablewinder@outlook.com
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Be e iz Mz K BEAE
Model Turns Lead Inngirz:ole Dig::z:er Length Cone Angle
CT-B 20 154 ¢20 P82 176 0°
CT-S 2.5 147 ¢20 P82 183 0°
CT-J 2.5 152 ¢20 P82 176 3°30—5°57"
CT-Ni-P =200 2.5 200 D20-¢p25 P95 230 0°
CT-Ni-P—-200-1 2.9 200 P20 P82 240 0°
CT-Ni-P-250 3.5 250 $20-P30 100 280 0°
CT- NiI-P -J 2 146 @©20-p25 P95 176 3°30—5°57"
CT- Ni-P —=J1 255 152 ¢20 P82 176 5°57—9°15°
CT- Ni-P =S 2 146 P20-p25 P95 176 0°—3°30’
CT- Ni-P -S3 1.5 130 ¢20 ¢90 147 0°
CT-Ni-P-B 2> 154 P20 P82 176 0°
l CT-Y

E  CT-#ER , B-HE , S-AR | J-#ER , Ni-piRBEE , S122004803R , SFE250 81007 |, Y-
PR ELIER , B9 AmMm

PS: CT-grooved drum, B-used in assembly winder, S-soft winder, J-hard winder, Y-anodized drum.
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¢ Shanghai Qi Pang Industrial Co., LTD.

HESEHER

Superplastic alloy grooved drum

1. EERHZUEIRIT , LEESS | TRAIFRER.

2. SBFEINT , YoEESRa<0.4um,

3. REERECr , REFEEHVO00LAL , IIE , s8BHRERE , /TR , BIEANE |, TERNFREARIE.
4. SREDHE | 1IT8RYR | RERIA1200K/5

5. RER , TI8E.

1. Modified groove curve, steady yarn linear density and perfect forming.
2. Ultra-fine processing, high smooth finish (Ra<<0.4um).

3. We plating Cr on the surface, the hardness of the surface is higher than HV900. High wear
resistance, static elimination, less hairiness and surface inferior smooth processing.

4. The dynamic balance of our grooved drums are highly accurate, perform reliably, the linear
velocity can reach 1200m/min.

5. Light weight and energy saving.

2R . FAOER Y T VN W

Grooved drum of doubling winder Grooved drum of soft winder
#l=Model : #=Model : CT-S

IR . BRT .—_llsﬁﬁfibm o2 EREYS HiEApplication : BRTEERRIVEEL
Applied for high speed doubling winder. Applled for high speed soft winder.

S Superplastic alloy grooved drum

RS EHEE Superplastic alloy grooved drum
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K 1?Emm 5KZ: 82mm
HEAE: 0 #E: 183mm -ie
Rt BERE: 0 -
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2R ZTVERE BIR REEE

Grooved drum of hard winder Knurl grooved drum

Al=Model : CT-J AiE . BHTEERZEE

Hi& : EHFEERZENEZE Applied for high speed winding machine

Applled for high speed hard winder

Whatsapp/\We chat/Telephone number
+86 13472640466

https://rollingringdrives.com E-mail: cablewinder@outlook.com
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Ni-P alloy grooved drum

1. BRHZENCRIT , BREINT , REREMWIE , J65ERa<0.2um,
2. BEREEN-PaE  EEEEX , SR , fEREK  BEAEEEE2EE  HERIY—H, A5MRA

B TRE.
3. BENI-PEEEERENMEW , SIRALE , REEERIXHV11I00 , EENRIIMENE | #iEs , MK
FIF .

4. SME. SME. SIE , RESEBENERGD  XESMERE 28R KXKEEFHIELE .

1. Modified groove curve, ultra-fine processing, mirror polished surface, and high smooth finish
(Ra<<0.2um).

2. We plating Ni-P on the surface; coating has high density,small crystallization, low porosity.Drum
groove has complete coverage of coating, and the coating has good uniformity, excellent
corrosion resistance.

3. Ni - P alloy coating is dealing with aging hardening and high temperature heat treatment. The
hardness of the surface of Ni-P grooved drum can reach HV1100; it has the advantages of high
wear resistance, high toughness, and low internal stress.

4. Better wear resistance, better corrosion resistance, better uniformity, and longer life cycle.

2R BN FE R 2R . 10018 RE

Grooved drum of 8 inch winding machine Grooved drum of 10 inch winding machine
#l=Model : CT-Ni-P-200 #l=Model : CT-Ni-P-250

AIE | BRTREXRGERSEH AiEApplication : BT EEXGESE

Applled for high speed large package winder Applied for high speed large package winder.

machine.

RS EEE NI-Palloy grooved drum

BieetEE NI-Palloy grooved drum

ﬁﬂﬂiﬁﬁﬂﬁ #
2.0T-Ni-P-200 i
3 : 200mm =
ShN12: 95mm 1% :
K : 230mm @*
FL1E: $20-¢25mm | :
%ﬁ!ﬁ %
ZERATEERAREELR &
i s
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BIR - ZAVEE Bk ZIVER GRS E R
Grooved drum of hard winder Grooved drum of hard winder Anodized grooved drum
AlEModel : CT-Ni-P-J AlE-Model : CT-Ni-P-J1
AR : BRTEEZNEB] FizApplication : BT SEREZNEB

Applled for high speed hard winder machine. Applied for high speed hard winder machine

1. BRI ERENS , TEAMREMER.
2. AN T , RERAEE , Jo5ERa<0.2um,

RS 5 NI-Palloy grooved drum

IR 5 €15 NI-Palloy grooved drum

L 54 3. EEESHEABERANSES  BEEANYS , TAEE , MER , g,
3 IR kg 4 EREREMBSND , AR SIEMEN , BOER , ROEPNF=E,
Aole s X M
o6 1. Grooved drum curve optimization design, uniform linear density, forming a perfect effect.
, 2. Ultra fine processing, light weight, surface roughness Ra<<0.2um.
3. A complete converage pf the drum groove and the surface hard anodized, coating thickness and
uniform and not easy to take off, wear resistance, corrosion resistance.
ZER - HALHES Grooved drum of soft winder ZH#R - SITESGrooved drum of 5 inch 4. High permeability, coating surface vertex winding point contact area is small, reducing friction
Al=2Model : CT-Ni-P-S AEModel : CT-Ni-P-53 and hairness.
IR | BT EIERIVEE FIE . BRTEY) BB
Applled for high speed soft winder machine Applied for sewing thread winder machine
WA 4 NI-P alloy grooved drum @ik & £ NI-P alloy grooved drum
Bl i A
i E%Eﬁ%iﬁ@}ﬁf&ﬁﬂ = '
2R . BEHNEAER Anodized grooved drum
_'_JTMode\ CT-Y
AIZE | ERTSMEREESEL.
Applled for all kinds of anodized grooved drum or winding machine.
2R . FH2b#EE Grooved drum of doubling 2R - BBt RE Friction drum
winder FHIE LEﬁ:fFi;-IM 2% , MEBRRBURRICBEY % |
#l=Model : CT-Ni-P-B WAL , FLF
Fix : EEFFH2H. Applled for yarn need oiling, and satiny yarn
Applled for doubling winder like polypropylene fiber.

RS £ 5 NI-Palloy grooved drum
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| Boi4 Boi4
Spare parts Spare parts
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ZhZR ZhZR FHaaR 12225 St iES AT ME
Tube holder Tube holder Waxing plate Yarn cutter Spindle for TFO twisting Adjustable hank
machine

9 4.

H & 2014 K 7] =5 5SS PA N FESERAL IRZ2ES
Assembly holder Yarn guide Tension system LED Push Button Switch Waxing micro motor Yarn sensor
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K88 WU EL) 8 & FEALIRED SEHE g2
Tension system Mechnical yarn cleaner Ceramic spare parts Moter and Drive Gas Spring Plate

xR ERERBEHRERR T & E 2B AINF]

Ps: We reserve the right to modify the related dimensions and pictures in this brochure.
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